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The Clara Series delivers dependable, architectural-grade lighting in
3", 4", 5", and 6" sizes—balancing performance, simplicity, and value.
Designed for versatility, it offers multiple reflector finishes to suit a
variety of applications, providing consistent and energy-efficient
performance across both residential and commercial environments.
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35° cut-off brings more comfort to human eye
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Agency:

Project Name:

Project Type: - @

Product Code

(Example: CLA3-SUR-WH-SI-STA-30K-15D-0-10V-120V)

n Product Name n Trim Option n Finish n Reflector Finish H Output
CLA3 - Clara 3 SUR - Surface Mounted WH - White WH - White STA - L1500/15W
PMC - Pendant Mounted  BK - Black BK - Black (Standard)
Cable NL - Nickel
PMS - Pendant Mounted GO - Gold
Stem
Sl - Silver
u CCT n Beam Angle n Dimming n Voltage
27K - 2700K 15D - 15° (Narrow) TRIAC - TRIAC 120V UNV - 120V-277V
30K - 3000K 30D - 30° (Middle) 0-10V - 0/10V 120V - 120V
35K - 3500K 45D - 45° (Wide)
40K - 4000K
5CCT - 5CCT Adjustable
Order Code

Complete the order code by selecting one option per category.
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Product Details

Clara 3 - Surface Mount - 15W
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Green (Ground)
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Product measurements are listed above for each configuration type.
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Photometrics

15W-5CCT-3000K 30W-5CCT-3000K
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Performance values are based on independent photometric testing.
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Technical Specifications

MATERIAL

Constructed from premium, lightweight aluminum, the Clara Series combines strength with refined simplicity. Its
precision-engineered housing offers superior heat dissipation, ensuring consistent LED performance, energy
efficiency, and long-term reliability in both commercial and residential applications.

TRIM OPTIONS & STYLE

Available in multiple sizes—3", 4", 5", and 6"—the Clara Series delivers design flexibility for a wide range of ceiling
configurations. Fixtures can be surface mounted or pendant mounted via cable or stem. Fnishes are offered in
White or Black, with reflector options in White, Black, Silver, Gold, or Nickel to complement diverse interiors.

LIGHT OUTPUT & PERFORMANCE

Delivering up to 1500 lumens with an efficacy of 100 Im/W, the Clara 3 provides efficient, high-quality illumination
with minimal glare. The advanced optical system ensures uniform light distribution and visual comfort, making it
suitable for general, accent, or ambient lighting across varied applications.

COLOR TEMPERATURE & BEAM ANGLE

Available in 2700K, 3000K, 3500K, 4000K, and 5CCT adjustable options, the Clara Series accommodates a full
spectrum of lighting atmospheres—from warm, inviting tones to bright, neutral whites. Beam angles include 15°
(Narrow), 30° (Middle), and 45° (Wide) for precise control over light spread and intensity.

DIMMING & ELECTRICAL

Designed for modern lighting control systems, Clara supports multiple dimming options including 0—-10V and
TRIAC. It supports a standard 120V input, ensuring compatibility with commmon residential and light commercial
electrical systems while providing smooth, flicker-free dimming and energy-efficient performance.

LIFE EXPECTANCY & OPERATING CONDITIONS

Built for endurance, the Clara Series maintains 70% of initial lumen output (L70) beyond 50,000 hours of use. The
fixture performs reliably in ambient temperatures from -20°C to 40°C (-4°F to 104°F), ensuring stable operation in
standard interior and controlled-environment applications.

HOUSING & CERTIFICATIONS

Engineered for versatility and ease of installation, the Clara Series is available in Surface Mounted and Pendant
Mounted configurations for new or retrofit projects. Each fixture meets ETL standards, confirming compliance with
safety and performance regulations for a wide range of indoor environments.
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